UNDERWATER TOOLS




UNDERWATER TOOLS

NCOAQUA

ACO hasideveloped a very complete range of pneuma-
tic and hydraulic tools for underwater applications; grin-
ders, impactwrenches, drills, saws (etc.). All of them are
specially desighed for professionals who usually work in
underwater environment: sunk boats, submerged struc-
tures, oll rigs, hydro electric power station (etc.). Becau-
se of their design, they are suitable for being used at all
depths accessible to divers.

OPERATING INSTRUCTIONS
FOR UNDERWATER TOOLS

BEFORE underwater operation:

- Test the machine for leakage

- Test all functions of the machine

- Spray all moving parts with lubricant
OKS 8601 (or similar)

- OKS 8601

AFTER underwater operation:

- Clean the machine

- Dry the machine with compressed air

- Spray all moving parts with lubricant B OKS 8601
OKS 8601 (or similar) -




UNDERWATER TOOLS /

NCOAQUA

1SO 14001:2004

GRINDERS /

Grinders are very versatile tools, used in metal industry and construction, to work with different materials (steel, concrete,
stone, wood, ...). Different insertion tools, can do different jobs such as, grinding, sanding, deburring and cutting.

PNEUMATIC /
ANGLE GRINDER /

AXIAL DIE GRINDER /

coD
3390000 COoD
~ 3390001 _
Ceciz —
Ceci2
Technical specification / Technical specification /
Type / Pneumatic / Type / Pneumatic /
Working pressure / 6 bar Working pressure / 6 bar
Mounting thread / 1/4" Collet @/ 6 mm
Disk / <125 mm Rpm / / 20000 rpm
Rpm / / 11600 rpm Power / 0,7 KW
Power / 0,9 KW Air consumption / 0,85 m3/min
Air consumption / 1 m3/min Connection / R 1/4"f
Connection / R 1/4" Hose (Dint.) / 210 mm
Hose (dint.) / 210 mm Sound level / 85,90 db
Sound level / 88,50 db Vibration level / < 2.5m/s?
Vibration level / < 2.5m/s2 Length / 250mm
Weight / 2,5 kg Weight / 1,4 kg
* Accessories not included / * Accessories not included /
HIDRAULIC /
AXIAL DIE GRINDER / AXIAL DIE GRINDER /
| e B <P = Aco- cop
CcCOoD

C€ci2 ‘;')"/CIE *G12

3390011
Technical specification /
Technical specification / Type / Hydraulic /
Type / Hydraulic / Working pressure / 105 bar
Working pressure / 140 bar Mounting thread / 1/4"
Disk / <200 mm Collet @ / 6 mm
Rpm/ |/ 7000 rpm Rem/  / 10400 rpm
Power / 1,8 KW Power / 1,1 KW
Oil flow / 18-50 I/min Oil flow / 7,5 l/min
Connection / 1/2"FF Connection / R 1/2"FF
Sound level / 80,6 db Sound level / 90,70 db
Vibration level / < 2.5m/52 Vibration level / < 2.5m/s2
Weight / 7,6 kg Length / 270mm
* Accessories not included / Weight / 16 kg

NATO (NCAGE) Code /

* Accessories not included /

: 8552B

313




NCOAQUA

UNDERWATER TOOLS /

HIDRAULIC /

VERTICAL GRINDER /

Technical specification /

Type / Hydraulic / NEW
Working pressure / 90-140 bar

Disk / <230 mm

Disk connection / 22.2/5/8-11UNC c E*G 12
Rpm / / 3600 rpm

Power / 3,5 KW

oil flow / 20-45 l/min cob
Connection / 3/4"-16UNF %
Weight / 5,8 kg

* Accessories not included /

IMPACT WRENCHES /

Impact wrenches are used to apply high torque to nuts of all kinds. Thus, we can tighten and loosen the nuts (even very oxi-
dized ones) that would be impossible to do by hand. It is very important to consider which nuts we will work on, because not

all of them will stand the maximum torque that these wrenches are able to apply.

PNEUMATIC /

HIDRAULIC /

COoD CcoD
3390002 _ 3280477 __
3390003 3280478
Technical specification / Technical specification /
Type / Pneumatic / Type / Hydraulic /
Working pressure / 6 bar Working pressure / 70-140 bar
For bolts and nuts / < M30 (46mm AF) For bolts and nuts / <= M30 (46mm AF)
Square drive / Cofj: _3390002 . 3/‘}" Square drive / Céq: ,3390017 . 3/‘,%"
Cdbd: 3390003 - 1 Cod: 3390018 - 1
Torque MAX / 1350 Nm Torque MAX / 1700 Nm
Air consumption / 1,4 m3/min Qil flow / 20-40 I/min
Connection (inlet /outlet) / R 1/2F | R 1/2"f Connection / M18x1,5
Hose (gint.) / 13 mm Hose (Qint.) / 12 mm
Sound level / 96 db Sound level / 85,3 db
- Cod: 3390002 - 6.2 mis2 Vibration level / 3,8 m/s2
Vibration levetf Cod: 3390003 - 4,5 m/s2 Length ] 245 mm
cus sse00 - 581 ok
* Accessories not included / " Accessories notincluded /
*G12: 12 MONTHS OF WARRANTY / *G12: 12

314A\C0O
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4.2

HIDRAULIC /

/

140 bar

< M36 (55mm AF)

2500 Nm

1"

25-45 |/min

1/2"FF

10,7 kg

DRILLS /

PNEUMATIC /

]

/

6 bar

-10 mm
- 13 mm

-10 mm
-13 mm

- 1550 rpm
- 850 rpm

0,5 KW

0,6 m3/min

R 1/4"f | R 3/8"f

210 mm

84 db

< 2,5 m/s2

- 235mm
- 245mm

2,1kg

NATO (NCAGE) Code /

NCOAQUA

IMPACT DRILL /

-
Cearr>
1SO 9001:2008

—
Celarr>
1SO 14001:2004

/

6 bar

13 mm

13 mm ( /
20 mm ( /

950 rpm

0,5 KW

0,6 m3/min

R 1/4"f | R 3/8"f

210 mm

84 db

<2,5 m/s2

300 mm

3,3 kg

. 8552B




UNDERWATER TOOLS /

HIDRAULIC /

Technical specification /

Type / Hydraulic /

Working pressure / 140 bar

Chuck / MT3

Rpm/ |/ 280 rpm

Power / 1,6 KW

Torque / 60 Nm

Oil flow / 10 I/min

Connection / 1/2"FF

Sound level / 85,2 db GoD
Vibration level / <15,8 m/s2 3390012
Weight / 8,5 kg

* Accessories not included /

HAMMER DRILLS /

ACO’s hammer drills are designed to drill very hard and resistant surfaces such as concrete, brick, stone, that the conventional
drills would not be able to bore. The rotation is accompanied by a hammering movement causing rupture of the material and

allowing the advance of the drill, making the job quick and easy.

PNEUMATIC /

COD
coD
3280467 1
—_— 3390008
Technical specification / Technical specification /
Type / Pneumatic / Type / Pneumatic /
Working pressure / 6 bar Working pressure / 6 bar
Impacts per minute / / 3000 Impacts per minute / / 2500
Capacity / 28mm (concrete / ) . 50mm (concrete / )
Capacity / 80mm (masonry / )
Rpm / / 625 rpm
Rpm / / 250 rpm
Power / 0,5 KW
- ) - Power / 1,5 KW
Air consumption / 0,6 m3/min
Connection (inlet /outlet) / Air consumption / 1,5 m3/min

/

R 1/2"f/ R 3/8"f

Connection (inlet /outlet) /
/

R 1/2"f/ R 3/8"f

Hose (Dint.) / =10 mm
Hose (dint.) / 213 mm
Sound level / 93 db
Sound level / 90,4 db
Adapter plug / SDS-plus
Chuck / SDS-max
Vibration level / 4,5 m/s2
Vibration level / 9,2 m/s2
Length / 400 mm
- Length / 640 mm
Weight / 6,3 kg
Weight / 13,3 kg
* Accessories not included / “n ] L included /
ccessories not Incluae
#G12: 12 MONTHS OF WARRANTY / *G12: 12

316/NCO
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UNDERWATER TOOLS /

1SO 14001:2004

HIDRAULIC /

coD : Cecuz cobp Ceci2

|22l | 3390016 _
Technical specification / Technical specification /

Type / Hydraulic / Type / Hydraulic /
Working pressure / 80 bar Working pressure / 80 bar
Impa/cts per minute / 2460 \mpa/cts per minute / 2300
Capacity / S (o) Capacity / "0 mm (nacorny )
Rpm / / 500 rpm Rpm / / 270 rpm
Power / 1,2 KW Power / 1,2 KW
Oil flow / 15-45 I/min Oil flow / 15-45 I/min
Connection / 3/4"-16UNF Connection / 3/4"-16UNF
Sound level / 92 db Sound level / 92 db
Adapter plug / SDS-plus Adapter plug / SDS-max
Vibration level / 4,5 m/s2 Vibration level / 9 m/s2
Length / 460 mm Length / 640 mm
Weight / 8,2 kg Weight / 14 kg

* Accessories not included / * Accessories not included /

RECIPROCATING SAWS /

Reciprocating saws are necessary tools to perform all types of cutting: cross cut, straight, curved cuts, cuts in peak,
beveled, etc.. It is worth highlighting saber saws also known as jigsaws, wich use the swinging motion of its blade
to make cuts easier.

HIDRAULIC /

Technical specification /

Type / Hydraulic /

Working pressure / 140 bar

Valve type / Twist

Stroke / 60 mm

Number of strokes / 500 rpm

Power / 2,8 KW

Oil flow / 10-50 I/min

Connection / 128

Hose (dint.) / 12 mm il
Sound level / 86 db %
Vibration level / <2,5 m/s2

Weight / 6,1 kg

* Accessories not included /

NATO (NCAGE) Code / : 85528



UNDERWATER TOOLS / A C D AQUA

SABRE SAW/

Technical specification /

Type / Hydraulic /

Working pressure / 140 bar

Valve type / Trigger

Stroke / 28 mm

Number of strokes / 1500 rpm

Power / 1,5 KW

Oil flow / 22-50 I/min

Connection / 1/2"FF

Sound fevel/ 894 db ol L152mmx  0.9mm 24TPI
Vibration level / <2,5 m/s2 3390014 L 152mm x  1.2mm 10.5TPI
Weight / 6 kg

Cutting capacity / Vé?gglll :: igommmm

* Accessories not included /

CORE DRILL /

ACO's core drills are portable hydraulic machines that drill the surfaces made of very different materials such as stone, brick,
concrete, block... Thay have three drilling speeds and maximum capacity of 160 mm.

160
HIDRAULIC / ceci2
Technical specification /
Type / Hydraulic /
Working pressure / 140 bar
Rpm / / 380/900/1800 coD
Power / 2,8 KW —_—
3390020
Torque / 60/38/17 Nm -
Oil flow / 22-45 |/min
Connection / 1/2"FF
Standard drills / =160 mm
Length / 490 mm
Weight / 8,5 kg

* Accessories not included /

INTRINSICALLY SAFE TORCHES

ACO-EX 3280253

Technical specification /
3280253

Light source / Osram 1W Led

Operating time / 13h

Power supply / 4 x AA batteries (type tested)

@ Protection rating / 1P68

Length / Weigth / 175mm / 96g
ZONES / Ex designation / Ex Il 1G Ex ia IIC T4 iaD 20 T135°C
0,1,2 GAS/ Batteries incluided / (]

Continuous immersion / °

13 1W LED 0

31 8ACD *G12: 12 MONTHS OF WARRANTY / *G12: 12

020-3759 2020 020-6232 2020 62 www.aco-tools.com




