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GEAR PULLERS /

3 JAW GEAR PULLER 2 POSITION /
®

A Ka.
cop %) @ =B «<C— max.t g S
3110901 4 14 20-120 110 25 0.7
3110902 6" 17 20-165 150 35 1.1
3110903 9" 19 36230 210 7 2,7 1
3110904 12 4 50-320 250 10 55
3110905 16" 80-420 350 12 8.0

3 JAW REVERSIBLE GEAR PULLER /

A Kg
cobp (@ & =B <C—> max.t M
3110910 3 B 15-80 70 15 0.4
3110911 6 17 25160 120 5 12
3110912 & 21 30210 155 7 2,6
3110913 12" 28 50-317 230 10 7,0

2 JAW GEAR PULLER 2 POSITION /

Ka.

cOD Q c\%} «~—B-—» «~—C— *max.t m Q
3110920 4" 14 20-120 110 35 0,5
3110921 6" 15 20-165 150 5 0,8
3110922 9” 17 36-230 210 7 2,0
3110923 127 50-320 250 10 4,0
3110924 16" 26 80-420 350 10 5,8

UNIVERSAL 2 JAW GEAR PULLER /

A Kg

coD a ) = B> =—C— "max.t g
3110930 3" 25-80 28 1,0
3110931 5" 17 25-130 100 4,5 1,2
3110932 6" 23 50-160 150 4,5 2,7
3110933 7 25 60-200 6 3,1
3110934 9" 27 80-250 200 7 6,5

UNIVERSAL 6 JAW GEAR PULLER /

Kg
cob O & ~A><«BreCreDrmax.t M
3110951 5" 17 175 100 200 250 35 3

UNIVERSAL 4 JAW GEAR PULLER /

B c ®

Kg
cob @G & <~A> «B> «C-max.t MR @
3110952 7" | 22 260 155 305 25 56 1
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GEAR PULLERS /

UNIVERSAL 3 JAW GEAR PULLER/

®

cOD @ L «~ B> «=—C— *max.t ¥\
3110940 5" 17 25-130 100 4 1,5
3110941 8” 22 60-200 150 6 4,0

3 JAW GEAR PULLER /

A

coD )] (5> ~B— =—C— *max.t gl
3110944 4" 14 20-110 110 3 1,3
3110945 6" 19 25-160 140 5 2,6

2 JAW GEAR PULLER /

A
coD D &, « B> =L *max.t

3110948 4" 14 20-110 110 2 10

3110949 6” 19 25-160 140 4 2,0

3 JAW LIGHT GEAR PULLER /

A
cOoD (%) «~—B-—» = C > *max.t F/ |\
3110961 2’ 15-60 50 1,5 0,2
3110962  2.3/4" 12 15-70 70 15 03
3110963  3.1/4" 15-80 80 1,5 '
2 JAW LIGHT GEAR PULLER /
A = = Kg
cob ] ) =B =L—rmax.t S
3110964 2’ 15-60 50 1 0,2
3110965  2.3/4" 12 15-70 70 1 03 1
3110966  3.1/4" 15-80 80 1 ’
BALL JOINT PULLER /
cop ~A—>r<BreCreD~ ) M S
3110971 19 55 44 21 18 0,8 1
cOoD «—A—> i«—B—> i« C-—>«—D—> C) i\ S
3110972 50 100 56 18-22 19 0,7 1
COD «A—» «Br «iCinmsDr ) IR $
3110973 12-50 24 1,2
3110974 160 60-80 47 20 17 1,5 !
NATO (NCAGE) Code / : 8552B

’
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GEAR PULLERS /

BEARING SEPARATOR /

cop g <A B () Y $
3110976 2" 30-50 61 17 0,65
3110977 3” 50-75 92 19 1,5 1
3110978 4" 75-105 110 24 1,7
PULLERS FOR BEARING SEPARATOR /
Kg
cop i) L, A ®
3110980 3110976 75 14 0,9
3110981 3110977 100 17 1,0 1
3110982 3110978 220 19 3,0

EXTENSIONS FOR BEARING SEPARATOR PULLERS /

Kg
cop . «L— J/ 1 S
3110984 3110976 90 14 0,2 12
3110985 3110977 115 17 0,4
3110986 3110978 220 19 0,5 6
SET
Kg
COD
3111010 2"-3" 5,6
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GEAR PULLERS /

3 Jaw Hydraulic Pullers
ZINRERE e

L |

ITEM NO. TON Range(mm)
6809301 4 255)
6809302 6 330
6809303 8 350
6809304 12 S5
6809305 20 520
6809306 30 550

Hydraulic Pullers

Four stages of foldable & removable handles save
the operation effort

360°rotary socket

3 self-contained hydraulic pump and puller body with
integral safety valve.

Heat-treated & chrome plated hydraulic cylinder rod
provides linear force.

Easily release valve.

6 springs loaded live centering nut for easy job
(removable).

2/3-jaw combination puller crosses head with
manganese-phosphate plated for rust proof and
durability.

Heat treated forged alloy steel cross bolts & jaws
with manganese-phosphate plated for rust proof and
long life service.

Patent pended design of two stages stroking for
PM2000 & PM3000, the first stage being as fast
stroking for quickly connecting with object, and the
second stage being as high hydraulic output for
pulling job.

Long jaws and extension rods are available, allow
user to extend the stroke according to the needs.

Hydraulic Puller With Bearing Separator

WA ERRERD

ITEM NO. TON Range(mm)
6809311 4 110
6809312 6 180
6809313 8 220
6809314 12 290

Four stages of foldable & removable handles
save the operation effort

360°rotary socket

3 self-contained hydraulic pump and puller
body with integral safety valve.

Heat-treated & chrome plated hydraulic cylin-
der rod provides linear force.

Easily release valve.

6 springs loaded live centering nut for easy job
(removable).

Forged of high strength steel alloy.

Heat treated, Chrome plated for rust proof and
durable life.

Wedge-shaped edges allow removal of the
most hard-to-grip components.

Easy adopt to cross bearing pullers for fast and
efficient removal of the most difficult parts.

3 Jaw Separate Hydraullc Pullers

_m:ﬁth

ITEM NO. TON Range(mm)
6809321 4 255
6809322 8 350
6809323 12 375
6809324 20 520
6809325 30 550

Heat-treated & chrome plated hydraulic cylin-
der rod provides linear force.

Easily release valve.

Spring loaded live centering nut for easy job
(removable).

2/3-jaw combination puller crosses head with
manganese-phosphate plated for rust proof
and durability.

Heat treated forged alloy steel cross bolts &
jaws with manganese-phosphate plated for
rust proof and long life service.

Patent pended design of two stages stroking,
the first stage being as fast stroking for quickly
connecting with object, and the second stage
being as high hydraulic output for pulling job.
Long jaws and extension rods are available,
allow user to extend the stroke according to
the needs.

NATO (NCAGE) Code / : 8552B

1SO 14001:2004
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GEAR PULLERS /
Multi-Function Hydraulic Puller Set

Hydraulic Puller Set 21pc
10TRERDHE

e Heavy duty 10 Ton hydraulic ram

e Heat-treated & chrome plated hydraulic T 6809331
cylinder rod provides linear force. -

e 2/3 jaw combination puller crosses head with
manganese-phosphate plated for rust proof
and durability.

e Heat treated forged alloy steel cross bolts &
jaws with manganese-phosphate plated for
rust proof and long life service.

CONTENTS

1pc Hydraulic Ram: @37.7mm

1pc Twin Head Triple Head

1pc Ram Nut

lpc Beam

9pc 4" /6" /8" Leg

1pc Sent Pop: @1" x L30mm

1pc Ram Extension Rod: @1" x L2" / &1" x L4"

2pc  Main Rod: Hex Bar 19mm x L10" x 1/2"-16T

2pc  Extension Rod: Hex Bar 19mm x L10" x 1/2"-16T
1pc Bearing Separator: Spread 75-105mm

Multi-Function Hydraulic Puller Set 17pc
EME10TRIER ZAHE

e Heavy duty 10 Ton hydraulic ram

e Heat-treated & chrome plated hydraulic cylin-
der rod provides linear force

e 2/3 jaw combination puller crosses head with
manganese-phosphate plated for rust proof
and durability

o Heat treated forged alloy steel cross bolts &
jaws with manganese-phosphate plated for
rust proof and long life service.

¢ Double joint legs grip automatically

e Can be used as an internal or external puller
by simply flipping the jaws

6809332

1pc Hydraulic Ram: @37.7mm

1pc Combination Cross Head

1pc Combination Leg

6pc  Steel Plate

6pc  Screw / Nut / Washer

1pc Sent Pop: @1" x L30mm

1pc Ram Extension Rod: @1" x L2"

452 N\NCO
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GEAR PULLERS /

INDUCTION BEARING HEATERS /

Extend bearing life and cut operating cost by eliminating hammering and pounding
to cold-mount bearings. Works on bearings, sprockets, gears, couplings and slee-
ves.Demagnitizes bearings — easy to use, ready in minutes.

WARNING: Do NOT operate an induction heater if you wear a heart pace-maker. The strong magnetic field emitted by the heater may affect operation of such devices.

INDUCTION BEARING HEATERS /

Kg

/ Standard Optional ; &S
Gab Vol/Cur CAP OD Cross Bars Cross Bars AEA -
3111201 110V / 17A
g 1
3111202 220V 9A 4"-11 3/4,2 1Y 254 1
m Bearing capacity: 4" x 11" O.D.(14"OD with optional raising blocks) / OD 14"
m Computer chip monitors and stabilizes temperature /
m Display panel (pre-set times, temperatures) & auto shut off /
cOoD / Standard  Optional &
Vol/Cur CAP OD Cross Bars Cross Bars AEA -
3111203 110V /17A
w_aqu 1
3111204 2vjoa 4 M 34,2 L 236 !
OD 14"
3111205 220V / 30A 1,2
3111206 440V [ 20A 712" -22" 134,3 341 2 90,7 1
3111207 550V / 20A '
OD 32"
/ Standard ~ Optional &
CcOD
\ol/Cur CAP OD Cross Bars Cross Bars AR -
3111208 220V / 30A
3111209 440V [ 20A 111" -22" 1%4,3 1,2 106,6 1
3111210 550V / 20A
OD 32"
m All Bearing heaters are single phase 60 hz units / 60Hz
m 50 hz versions available as special request / 50Hz
RAISING BLOCKS /
Increases the maximum size of bearing that can be heated.
cobp = >
Fits model Height Width AER -
3111231 3111201-3111204 23 2 5lg 34 1
3111232 3111205-3111210 5 35/ 14,1

453
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GEAR PULLERS /

PYROMETER /

Multi-purpose measuring device for bearings, gears, etc. Digital readout from
-200°C (-328°F) to +1372°C (+1999°F). Probe max rated for 650°C (1200°F).

-200°C (-328°F) to +1372°C (+1999°F)

650°C (1200°F)
Kg
cob -\ S
3111238 Thermometer with probe & flex cord 0,9 1

CROSS BARS /
Increases the maximum size of bearing that can be heated.

COD Size Fits model # COD Size Fits model #
3111241 3/4" 3111249 1"
3111242 11Ya" 3111201-3111204 3111250 13"
3111243 2" 3111251 2" 3111208-3111210
3111244 3/4" 3111252 3"
3111245 1" On/Off

3111253 R 111201-3111204
3111246 1%a" 3111205311207 switch / 3111201-311120
3111247 2" On/Off

111254 R -

3111248 3 3 5 switch / 3111205-3111207

Y Available as a special order only. /
? WARNING: Do NOT use with model 3111205 (220V) / 3111205 220V

CONE STYLE BEARING HEATERS /

. Kg
CcOoD Bearing =
I.D. Range Watts  Width Height ER Q’ COD 3111211

3111211  3/8"-53a 725 9" 10" 22

3111212  3/4"-53s 725 9" 10" ' 1

3111213 3/4-8" 725 12" 10" 2,7

3111214  51- 18" 1450 23" 19" 7.8 N

. COD 3111212

110V standard configuration / 110V
*Includes 250°F temperature indicator crayon. / 122°C |
**Automatic temperature regulation preset at 250°F. / 122°C /

apc:oo 3111213

COD 3111214
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